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NOTE : 'Rbtate inventory of asphalt-wax emulsion.
30 days old without pretestmg Potassium sulfate must be fed ina

water solu'hlon .

Pzper Liners: Exterior board paper, Gmde #7011, except that strength
requirement of 45 1bs minimum cross mach:l.ne tensn_'l.e strength is satisfactory.
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APPROVALS: TYPE X - CANCELS: - NEW
i %@éﬁ ASTM 0-630 DATE: S
ODUCING PLANTS: Seettle Only o
CORE FORMIA: (lbs/WSF) o
Board: Stucco {81, 8-2) 1650-1950
Paper Fiber (B-G-1) . 0-15
Vermiculite Ore (M B 28) ' 22-25
Glass Fiber (B-G=1) ° 3;8—4;2‘ .
Starch . (RM BILA) 9-12.5:
Core Fpa_:ﬁing_ Agent: - i _ |
| ALS or AAS (B=G-1) 0.2-1.7
Lignin - (B-G-1) 5,546.5
End Trim ' (B-G-1) 0-35
Potassium Sulfate  (B-G-1) - 6.5-7.5 )
{in soluticn) ) ' . .
Retarder (BG-1) 0-0.8
Hydrated Lime (RM P3) 0-0.5
Asphalt Wax Brulsion (EM B2A). |
(gal/MSF) . 20-22

Do not use emulsion over
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